MAINTENANCE SUPPLY COMPANY, INC.
POST OFFICE BOX 498
HUNTERSVILLE, NORTH CAROLINA 28078
- MATERIAL SAFETY DATA SHEET -
THESE MATERIAL SAFETY DATA SHEETS ARE SENT TO YOU IN COMPLIANCE
WITH 29 CFR 1910.1200 WHICH BECAME EFFECTIVE NOVEMBER 25, 1985.

EMERGENCY TELEPHONE NUMBER: (818} 882-0300
TELEPHONE NUMBER FOR INFORMATION: (818} 882-0300
MSDS REFERENCE: 60450

DATE PREPARED: 9/10/92

MANUFACTURER : UNITED STATES PUMICE CO.
20219 Bahama Street
Chatsworth, CA 91311

PRODUCT : Pumice Stick

TRADE NAME: Pumie Scouring Stick

SECTION 2 - HAZARDOUS INGREDIENTS/IDENTITY INFORMATION
Pumice (Volcanic glass)
There is no free crystalline silica present.

BOILING POINT: N/A

VAPOR PRESSURE: N/A

VAPOR DENSITY: N/A

SOLUBILITY IN WATER: Not soluble

SPECIFIC GRAVITY, (H20=1): N/A

MELTING POINT: 2390 degrees F.

EVAPORATION RATE, (Butyl Acetate = 1}: N/A
APPEARANCE AND ODOR: CQdorless solid

FLASH POINT: N/A

FLAMMABLE LIMITS: N/A

EXTINGUISHING MEDIA: N/A

SPECIAL FIRE FIGHTING PROCEDURE: None
UNUSUAL FIRE AND EXPLOSION HAZARDS: None

STABILITY: Stable
CONDITIONS TC AVOID: None
INCOMFATIBILITY (MATERIALS TCQ AVQID): None
HAZARDOUS DECOMPOSITION OR BYPRODUCTS: None
HAZARDOUS POLYMERIZATION: Will not occur
CONDITIONS TC AVOID: None

ROUTE(S) OF ENTRY: Inhalation, Ingestion

HEALTH HAZARDS (ACUTE AND CHRONIC): Dry sawing or grinding may
result in the release cf dust particles which, acute,
may cause lrritation of eyes, ncse or throat and chronic
may result in lung disease (silicosis) if exposed for
prolonged time.



CARCINOGENICITY: NTP: No
IARC Moncgraphs: No
OSHA Regulated: No
SIGNS AND SYMPTOMS OF EXPOSURE: Izrritaticn of eyes, nose and
throat or shortness cf breath.
MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE:
Pre-existing lung disease such as emphysema or asthma.
EMERGENCY AND FIRST AID PROCEDURES:
Irrigate eyes genercusly with clean water for 15 minutes.
If irritation persists, call a physician.

SECTION 7 - PRECAUTIONS FOR SAFE HANDLING AND USE

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:
Sweep up and properly dispose.

WASTE DISPOSAL METHOD: Dispose as common waste.

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING: None

OTHER PRECAUTIONS: Wear NIOSH approved respirator and tight
fitting goggles when dry sawling cor grinding, or saw
and grind when wet.

RESPIRATORY PROTECTION (Specify Type): NIOSH approved
particulate respirator

VENTILATION: Mechanical (General) in confined area

PROTECTIVE GLOVES: When required

EYE PROTECTION: Tight fitting goggles

OTHER PROTECTIVE CLOTHING OR EQUIPMENT: None

WORK/HYGIENIC PRACTICES: N/A



